
QUICK USER GUIDE

AIR CONNECTOR

The Syncromesh Air Connector allows installers 
to perform basic configuration of Syncromesh 
devices through a secure wireless connection.



1.	 On Off Switch

2.	 Syncromesh Status LED

3.	 BaseBuild Status LED  

4.	 Battery Compartment 
Takes 2 x AA Batteries

PRODUCT DETAILS      SYNCROMESH LED COLOUR KEY:

RED  
Air Connector has not found a Syncromesh network.

GREEN  
Air Connector has found a nearby Syncromesh network.

GREEN BLINKING 
Air Connector is communicating with the Syncromesh 
network.

      BASEBUILD LED COLOUR KEY:

RED  
Power is on, Air Connector is not paired to a BaseBuild app.

GREEN 
Power is on, Air Connector is paired to a BaseBuild app.

RED BLINKING 
Batteries are low.
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GETTING TO KNOW YOUR AIR CONNECTOR 
Please refer to the Syncromesh User Manual for detailed information regarding 
the use of the Syncromesh Air Connector in conjunction with the BaseBuild apps. 
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TECHNICAL INFORMATION

PRODUCT DETAILS

Product Code AT-WAC

Product Description Syncromesh Air Connector (SAC)

ELECTRICAL SUPPLY

Batteries 2 x AA (1.5V) Batteries

INTERFACES

 Syncromesh Wireless 2.4 GHz ISM Band

Multi-hop

Bluetooth Version 4.0

COMPATIBILITY

Wireless Interface Syncromesh Gateway

Syncromesh WDI DALI 1 & 2, Type 0, 4, 5, 6, 7, 8

Sensors Clipsal DALI

DALI 2 Compatible

Switches Clipsal DALI

DALI 2 Compatible

Syncromesh WRI Relay switched control

PHYSICAL

W x H x D 79 x 117 x 18 mm

Casing Moulded Plastic

ENVIRONMENT

Operating Temperature 0 - 50°C

COMPLIANCE
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T +61 2 8344 1315 E info@aeristech.com www.aeristech.com

WARRANTY

For warranty information, terms and 
conditions related to this product 
please view the full document on our 
website www.aeristech.com/warranty

SUPPORT

For product support please contact 
our support line on 
T +61 2 8344 1315, or 
E support@aeristech.com

Due to continuous improvements 
and innovations, specifications may 
change without notice.


