
INSTALLATION INFORMATION

NODE

The Syncromesh Node (SN) connects Bluetooth  
devices to a Syncromesh Wireless Network.



SAFETY INSTRUCTIONS
•	 Confirm local requirements for the installation of ELV devices 

into a building and what licencing if any is required.

•	 To comply with all safety standards, the product must be used 
only for the purpose described in this instruction and must be 
installed in accordance with the wiring rules and regulation in 
the location where it is installed.

•	 There are no user serviceable parts inside the product. Failure 
to follow these instructions may result in death or serious injury.

CAUTION EQUIPMENT DAMAGE HAZARD 
•	 Install the device according to instructions in this document.

•	 Pay attention to the specifications and wiring diagrams related 
to the installation.

•	 Do not use this product for any other purpose than specified 
in this instruction.

 

INSTALLING YOUR SN 
•	 Do not connect SN units to an energised circuit at time of 

installation. Connecting with power on may damage the device.

•	 Do not install under thermal insulation. If loose fill insulation 
is used, a suitable barrier is required.

•	 Maintain a 50mm air gap in Installed position. 

•	 This product is suitable for indoor use only.

•	 Check whether the SN has been damaged during transport.  
Do not operate/install any product which appears damaged 
in any way. Return the complete product to the place of 
purchase for inspection, repair or replacement.

•	 Unit shall be connected to a permanent supply.

!!! DANGER !!! 
HAZARD OF ELECTRIC SHOCK, 
EXPLOSION, OR ARC FLASH PRODUCT DETAILS

Terminal Sizing

2 x 2.5mm² maximum

3 x 1.5mm² maximum

Ensure cable clamps are  
installed onto double insulation.  
Clamps can be inverted to suit 
cable size.

Use of 1.5mm² cable is advised 
to make connection easier.

WIRING SUGGESTION 
Multiple devices fed from one 
supply. Device numbers limited 
by supply size and voltage drop.

Failure to follow these instructions can result  
in minor injuries, or equipment damage.

1.	 Loop terminal,  
spare connector for 
joining cables passing 
through the SN

2.	 12-30 AC/DC ELV Supply 
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TRANSFORMER
POWER SUPPLY

Fuse Recommended

Multiple devices fed from one supply. Device numbers limited by supply size and voltage drop.
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GETTING TO KNOW YOUR SN
Please refer to the Syncromesh User Manual  
for in-depth information. 



TECHNICAL INFORMATION

PRODUCT DETAILS

Product Code AT-SN-ELV-1

Product Description Syncromesh Node (SN)

ELECTRICAL

Supply Voltage 12-30V AC/DC

Mains Terminals 2 x 2.5mm2 maximum 3 x 1.5mm2 maximum

Standby Power 0.4W

INTERFACES

 Syncromesh Wireless 2.4 GHz ISM Band Multi-hop

Bluetooth Low Energy Version 5.0 through 4.0

PHYSICAL

W x H x D 50 x 110 x 32 mm

Casing Polycarbonate

Aerial Internal

ENVIRONMENT

Operating Temperature 0 - 60°C

Operating Humidity Range 95% RH non condensing

IP Rating IP20 Indoor Use Only

Mounting Surface Mount 3.5mm holes

COMPLIANCE

WARRANTY

For warranty information, terms and 
conditions related to this product 
please view the full document on our 
website www.aeristech.com/warranty

SUPPORT

For product support please contact 
our support line on 
T +61 2 8344 1315, or 
E support@aeristech.com

Due to continuous improvements 
and innovations, specifications may 
change without notice.
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