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Syncromesh Modbus Node  
(SMN)

The Syncromesh Modbus Node (SMN) 
connects Bluetooth low energy devices 
and wired Modbus equipment to a 
Syncromesh Wireless Network
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FEATURES

LED STATUS COLOUR KEY

Retrofit friendly Install wired Modbus devices into existing buildings with minimal 
disruption to the tenant, without running cables.

Lower cost project variations Easily add or remove Modbus control project variations, after or 
during installation with little labour impact.

Open new possibilities Install Modbus devices in previously unreachable and hard to 
cable locations.

Eliminate costs Add new Modbus devices without needing to run cabling through 
the installation.

Integrated BLE The SMN incorporates a BLE Chip for connection of BLE Inputs, 
including location services, environmental sensors, hvac sensors, 
lighting switches and beacons.

l Solid The SMN has powered 
up and is searching for 
the Syncromesh wireless 
network.

Blinking The SMN has found a 
Syncromesh connection.

l Solid The SMN has made a 
Syncromesh connection.
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REMOVEABLE COVER PLATE

STATUS

INPUT
12-30V AC/DC

COM A/+ B/-

BLE Compatible

.com

MODBUS NODE
syncromesh

RS-485

LED Indicator
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SPECIFICATION

M
K

T-
28

7-
01

ELECTRICAL

Supply Voltage 12-30v AC/DC

Supply Terminals
2 x 2.5mm2 maximum 3 x 1.5mm2 maximum

To make connection easy, use 1.5mm² cable

Standby Power 0.4W

MODBUS RS-485

Voltage Range -7 - +12vDC

Device Type Master

Modbus RS-485 Terminals
2 x 2.5mm2 maximum 3 x 1.5mm2 maximum

To make connection easy, use 1.5mm² cable

Dip Switches
Set Line Termination State
Set On Pull Up/Pull Down (Idle bias) State

Supported Baud Rates
1200, 2400, 4800, 9600, 14400, 19200, 28800, 
38400, 57600, 115200 parity is even or none; 
always 8 data bits; always 1 stop bit.

Slave Devices
Recommend 1x SMN per each Modbus RS-485 
slave device.
Support up to 3x slave Modbus RS-485 devices.

INTERFACES

 Syncromesh Wireless 2.4 GHz ISM Band Multi-hop

Bluetooth Low Energy Version 4.x and 5.x

Modbus RS-485 Modbus RS-485 slave devices

PHYSICAL

W x H x D 50 x 110 x 32 mm

Casing Polycarbonate

Aerial Internal

Product Code SN-MOD-1

ENVIRONMENT

Operating Temperature 0 - 60°C

Operation Humidity Range 95% RH non condensing

IP Rating IP20 Indoor use only

Mounting Surface mount 3.5mm holes

COMPLIANCE

Due to continuous improvements and innovations, specifications may change without notice.

Syncromesh products must be installed by a licensed electrician.


