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Syncromesh Node  
(SN)

The Syncromesh Node (SN) connects 
Bluetooth devices to a Syncromesh 
Wireless Network
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FEATURES

LED STATUS COLOUR KEY

Install friendly ELV power connection, allowing for a large range of extra low 
voltage supplies in AC/DC allowing simple and cost effective 
installs. Depending on local requirements, normally an electrician 
is not required.

Integrated BLE The SN incorporates a BLE Chip for connection of BLE Inputs, 
including location services, environmental sensors, hvac sensors, 
lighting switches and beacons.
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LED Indicator
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l Solid The SN is powered on, 
but not connected to the 
wireless Syncromesh 
network.

l Solid The SN is connected to 
the wireless Syncromesh 
network.
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SPECIFICATION

This product has an audible 
buzzer that is used during the 
commissioning process to allow 
it to be located and added to 
the Syncromesh network.
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TRANSFORMER
POWER SUPPLY

Fuse Recommended

WIRING SUGGESTION

Multiple devices fed from one 
supply. Device numbers limited 
by supply size and voltage 
drop.
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ELECTRICAL

Supply Voltage 12-30V AC/DC

Mains Terminals
2 x 2.5mm2 maximum 3 x 1.5mm2 maximum

To make connection easy, use 1.5mm² cable

Power Usage 0.4W

INTERFACES

 Syncromesh Wireless 2.4 GHz ISM Band Multi-hop

Bluetooth Low Energy Version 5.0 through 4.0

PHYSICAL

W x H x D 50 x 110 x 32 mm

Casing Polycarbonate

Aerial Internal

Product Code SN-ELV-1

ENVIRONMENT

Operating Temperature 0 - 60°C

Operating Humidity Range 95% RH non condensing

IP Rating IP20 Indoor Use Only

Mounting Surface Mount 3.5mm holes

COMPLIANCE

Due to continuous improvements and innovations, specifications may change without notice.

Syncromesh products must be installed by a licensed electrician.


